
How to Order Wirewound Resistors

Type Body Style TC Config Ohms Tolerance Leads Special

MRP - Power
MRS - Shunt
MRW - Ceram ic
MRA - Audio
MRB - Miniature

Power
MRL - Low Ohm
MRC - Chass is

Mount
MRWL - Low Ohm

Ceram ic
MRSM - Surface
MRSL Mount
MR- Ultra

Precision

determined from
the catalog
depending upon
wattage rating
and physical
size

W - Standard
G - 5
J - 2
L - 675
M - 4500
N - 6000
P - 3500
Q - 3900
S - Special

N - Non-
inductive

R - Radial
Leads

T - Axial +
Radial
Leads

X - Special

Use an ‘R’ for the
decimal point for
values between 
0 - 999.999S

Use a ‘K’ for the
decimal point for
values between 
1K - 999.999K

Use an ‘M’ for the
decimal point for 
1 Megohm and
above

V - 0.005%
T - 0.01%
Q - 0.02%
P - 0.025%
A - 0.05%
B - 0.1%
C - 0.25%
D - 0.5%
F - 1.0%
G - 2.0%
H - 3.0%
J - 5.0%
K - 10.0%
X - Special

N - .0126 Ni
U - .020 TC
S - .025 TC
M - .032 TC
L - .040 TC
X - Special

T - T/R
X - Special

Special Notes:

1) Standard configurations are detailed in each specific catalog section, so the designators for Configuration, Lead
Size, and Special are entirely optional and should only be used when required.

2) Some configurations are not available within certain resistor types, please call the factory with any questions.

3) All resistors have minimum and maximum resistances, contact the factory for values outside this range.

Marking

Standard markings are the Mills name or logo, part number (which may be abbreviated on the smaller resistors), resistance,
tolerance, and a date code. All markings are made with a solvent resistant epoxy ink. Special marking is available, just ask.


